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1. Originator 2. Log Date: 3. CCR #: 4. 5. Tal: 8 Rm#: | 7. Dept.
Fiew:
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8. CCR Title: Clean-up ltams for the IRIX OS5 Upgrade
9. OCriginator Signature/Date 10, Class 11. Type: 12. Need Date: #8360
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13. Office I.In:nagnr Signature/Date 14. Category of Change: 15. Priority: {If "Emeargancy”
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16. Du:un*nl:atmf[‘h‘nﬂmgn Impacted: 17. Schedule 18. Cl{s) Affected:
91 0-TDA-0D3, 210-TDA-005, 8230-TDx-002, 520-TDE-D03 Impact:
BiA
19. Releaze Affected by this Change: 20. Date due to Customer: | 21. Estimated Cost:
5B Mane - Under 100K

22 Source Reference:  LJNCR (attach) | |Action tem [ Tech Ref. SFC [%)Other:
M & O Schedule

23, Problem: (use additional Sheets if necessary) ;. Tws Funie FreaderTF LA0
1) The spg Hosls abel-DAAG-sae-the-RYG-and-tha WATC need to be upgraded from the |RIX 6.5.8 OS5 to the |AIX 6.5.9 035,
2) Fix the proper location of the FLEXIm servers fo the correct machines at ECC.

3) The machines eldrgli and 20drgd2 at the EDC DAAC should be removed and sant to the EDF.

4) The edwkgldl machins at the EDC DAAC should have a backup.

5] Thera are minor correclions thal need to be made to the bassline documentation.

24. Proposed Solution: (use additional sheets if necessary) o 7w FUACTIRTY L48

1) Upgrada the spg Hosts to run on the IR 6.5.9 05/hnd implement red-ines to update the baseline documentation as provided,

2) Change the FLEXIm servers from the drg machines at EDC o eGaqg02, e0spg0s and elwkgl1. {oALy FoR -E‘ﬂ:dv_rﬂi

3) Remowve the eldrgd1 and eddrglE machinss at the EDC DAAC and send 1o the EDF,

4) Configure the e0drgls machang at the EDC DAAC 1o be a backup for the e0wkg01 machine.
51 Make comections o bassline documentation as shown in the action list.

25, Alternate Solution: (use additional sheets if necessary)

NiA,

26. Consequences if Change(s) are not approved: (use additional sheets if necessary)
IAIX trans@tion schedule will be impacted,

27. Justification for Emergency (if Block 15 is "Emergency™}):
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[1E0C [1IDG Test Ced [ ]Other
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ADDITIONAL SHEET

CCR #: 000713 Rev: C_ Originator: Mike Heton
Telephone: 301-883-4001 Office: 2083

Title of Change: Clean-up ltems for the IRIX OS Upgrade

A modification to the ClearCase scripd must be made when installing ClearCase +3.2.1 on an SGl running IRIXE4 &.5.8m. [ the
adjustmeant = nol made the following probdam will oocur:
(The client was glspg10 and the ClearCase release area |s on gimsasi2)

glspg10{root)[392]-> pwd

fmetigdmas02/data 1/OPE/COTS/icoasa_ris/clearcase_v3.2. 1/sgis/install
glspgl Ofroot)[393]-= Jinstall_release

ERRCH: ****Unsuppored archilectura typa:|RDCE 5:07201607:1P27
TEIL: Need AIS gel_gvar value for ATRIA_ADIR

glepg10{rootj[384]-> uname -a

IREXGES glspgi0 6.5 0720607 |PEF

gOspg1{root)[395]-> unamea -R

6.5 6.5.5m

T work arourd this protdem perform the following stepa:
1. Inthe release area;
cd fusnecsDPS/COTS/ccase_rs/clearcase v3.2.1/sgigdinstalliarch

2. Edit the following file:
Wil IR pl

3. Make these changes starting at line #56:
## Workaround for the IRIXE4 &.5.3m Crigin (g0spgi0).
## Original Ling
# ((50s_exi_ris eq ") || (Sos_ext_rs =— /6.5.[123458]7)) {
#¥ Modified Line - Tim F. S27/00
(IBos_end_ris eg ™) || ($os_ext_rls =— /6.5.[123456789))} |

Thig is the line that talls the ClearCase "install_release” script what the extended release
range % lor supportedicerified OF levels. The ecdended refeass rangs is supported up to
£.5.8 in the original Ene. By adding the "788" into he st character ranga i tells the install
scrpt (hat the version s supported up to 6.5.9, The 78" isn't really needed but it covers
the range up to what's required.

After making this modification the installation should go smoathly.

[Thiz fix provided by Tim Finnegan of the GSEC DAAC and Kevin Langs of EDF.)
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